
Our tank 
cleaning nozzles 
deliver unmatched  
performance for 
effective, reliable 
cleaning throughout 
each cleaning cycle.

Tank and Equipment Cleaning Nozzles
Product Guide

Precision Tested. 
People Trusted.

Ryan Derbyshire 
Production Operative
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Delavan® Spray Technologies, part of R.W. Beckett Corporation, is a world 
leader in the design and manufacture of high quality spray nozzles and 
ѓ̦̚̕ ̙̟̝̟̘̒̕̚ ̤̪̤̥̖̞̤˟ ̟̖̄̔̚ ̥̙̖ ̡̠̞̟̪̔̒ ̨̤̒ ̗̠̦̟̖̕̕ ̜̓̒̔ ̟̚ ˢ˪ˤ˦˝ ̥̙̖ 
˵̧̖̝̟̒̒̾ ̟̞̖̒ ̙̤̒ ̨̝̪̤̒̒ ̤̥̠̠̕ ̗̠̣ ̢̦̝̥̒̚ ˝̪ ѓ̖̩̝̥̓̚̚̚ ˝̪ ̟̒̕ ̣̖̝̝̥̒̓̚̚̚ ˟̪
 
˶̗ђ̖̟̥̔̚ ̝̖̟̟̘̔̒̚ ̠̗ ̥̟̜̤̒˝ ̧̖̤̤̖̝̤˝ ̟̒̕ ̣̣̖̝̤̓̒ ̤̚ ̣̥̝̔̔̒̚̚ ̥̠ ̡̠̖̣̥̠̟̝̒̒̚ 
performance and product integrity in many industries and applications.  
˵̧̖̝̟̒̒̾ ̦̟̖̣̤̥̟̤̒̕̕ ̥̙̖ ̡̠̞̝̖̩̥̪̔̚ ̠̗ ̥̙̖̤̖ ̡̡̝̥̠̟̤̒̔̒̚̚˝ ̟̒̕ ̠̦̣  
̖̟̘̟̖̖̣̟̘̚̚ ̥̖̞̒ ̖̤̘̟̤̕̚ ̤̠̝̦̥̠̟̤̚ ̥̠ ̖̤̥̓ ̞̖̖̥ ̥̙̖ ̙̝̝̖̟̘̖̤̔̒ ̠̗ ̥̠̪̒̕Я̤ ̞̣̜̖̥̒˟

Delavan® Spray Technologies 
Continually Meet Your  
Manufacturing Challenges.

We deliver 
nozzles  
you can 
depend on.
Diane Rogers
Shipping & Receiving



4 5

Tank cleaning is crucial for process industries to ensure product quality, 
�à�Ô�Ü�á�ç�Ô�Ü�á���â�ã�Ø�å�Ô�ç�Ü�â�á�Ô�ß���Ø�Ù���Ö�Ü�Ø�á�Ö�ì�Ÿ���Ô�á�×���Ö�â�à�ã�ß�ì���ê�Ü�ç�Û���æ�Ô�Ù�Ø�ç�ì���å�Ø�Ú�è�ß�Ô�ç�Ü�â�á�æ�¡��
Regular cleaning prevents contamination, preserves equipment 
�ß�â�á�Ú�Ø�é�Ü�ç�ì�Ÿ���Ô�á�×���ã�å�â�à�â�ç�Ø�æ���Ô���æ�Ô�Ù�Ø���ê�â�å�Þ�Ü�á�Ú���Ø�á�é�Ü�å�â�á�à�Ø�á�ç�Ÿ���è�ß�ç�Ü�à�Ô�ç�Ø�ß�ì��
protecting the integrity of the entire production process. Delavan® offers 
several types of nozzles and cleaning heads, from individual nozzles and 
static spray balls to rotating and geared cleaning machines, for use in 
�Ô���ê�Ü�×�Ø���å�Ô�á�Ú�Ø���â�Ù���é�Ø�æ�æ�Ø�ß���æ�Ü�í�Ø�æ���ê�Ü�ç�Û���é�Ô�å�ì�Ü�á�Ú���×�Ø�Ú�å�Ø�Ø�æ���â�Ù���Ö�â�á�ç�Ô�à�Ü�á�Ô�ç�Ü�â�á�¡���Ç�Û�Ø��
�Ù�â�ß�ß�â�ê�Ü�á�Ú���ã�Ô�Ú�Ø�æ���æ�Û�â�ê�Ö�Ô�æ�Ø���â�è�å���æ�ç�Ô�á�×�Ô�å�×���å�Ô�á�Ú�Ø�æ�¡���»�â�ê�Ø�é�Ø�å�Ÿ���â�è�å���Ø�á�Ú�Ü�á�Ø�Ø�å�æ��
�Ö�Ô�á���Ô�ß�æ�â���Õ�è�Ü�ß�×���Ô���Ö�è�æ�ç�â�à�Ü�í�Ø�×���æ�â�ß�è�ç�Ü�â�á�Ÿ���ê�â�å�Þ�Ü�á�Ú���ç�Û�å�â�è�Ú�Û���ì�â�è�å���Ô�ã�ã�ß�Ü�Ö�Ô�ç�Ü�â�á��
at each stage to ensure any special requirements are met.

Determining the level of contamination present is k ey to selecting the 

correct cleaning nozzle. Delavan® uses three contam ination levels to 

classify the application and select the appropriate  nozzle to perform  

the duty.

• �¿�â�ê���¶�â�á�ç�Ô�à�Ü�á�Ô�ç�Ü�â�á�­���¿�Ü�Ú�Û�ç���ã�â�ê�×�Ø�å���â�å���ß�Ü�ä�è�Ü�×���å�Ø�æ�Ü�×�è�Ø���ç�Û�Ô�ç���Ü�æ���Ø�Ô�æ�Ü�ß�ì���å�Ü�á�æ�Ø�×���Ô�ê�Ô�ì�¡

• �À�Ü�×���¶�â�á�ç�Ô�à�Ü�á�Ô�ç�Ü�â�á�­���Å�Ø�æ�Ü�×�è�Ø���ç�ì�ã�Ü�Ö�Ô�ß�ß�ì���Ù�â�è�á�×���Ü�á���Ù�â�â�×���Ô�á�×���Ö�Û�Ø�à�Ü�Ö�Ô�ß��

applications requiring additional impact and cleaning .

• �»�Ü�Ú�Û���¶�â�á�ç�Ô�à�Ü�á�Ô�ç�Ü�â�á�­���·�Ø�Õ�å�Ü�æ���Ô�á�×���å�Ø�æ�Ü�×�è�Ø���ç�Û�Ô�ç���Ü�æ���Õ�Ô�Þ�Ø�×���â�á�ç�â���ç�Û�Ø���æ�è�å�Ù�Ô�Ö�Ø��

requiring a longer cleaning cycle and high pressure jets.

Higher Pressure vs. Higher Impact
In many nozzle applications, high pressure can be important for 
�Ö�å�Ø�Ô�ç�Ü�á�Ú���Û�Ü�Ú�Û�ß�ì���Ô�ç�â�à�Ü�í�Ø�×���æ�à�Ô�ß�ß���×�å�â�ã�ß�Ø�ç�æ�¡���¼�á���¶�¼�Ã���Ô�ã�ã�ß�Ü�Ö�Ô�ç�Ü�â�á�æ�Ÿ���Û�â�ê�Ø�é�Ø�å�Ÿ��
�ß�Ô�å�Ú�Ø�å���×�å�â�ã�ß�Ø�ç�æ���ê�â�å�Þ���Õ�Ø�æ�ç�¡���¿�Ô�å�Ú�Ø���×�å�â�ã�ß�Ø�ç�æ���ã�å�â�é�Ü�×�Ø���ç�Û�Ø���Û�Ü�Ú�Û���Ü�à�ã�Ô�Ö�ç���Ù�â�å�Ö�Ø��
needed to remove soils. Small droplets are unable to break through 
buildup and do not provide complete tank coverage. For this reason, it 
�Ü�æ���Ö�å�Ü�ç�Ü�Ö�Ô�ß���ç�â���â�ã�Ø�å�Ô�ç�Ø���Ô�á�ì���¶�¼�Ã���á�â�í�í�ß�Ø���Ô�ç���ç�Û�Ø���å�Ø�Ö�â�à�à�Ø�á�×�Ø�×���ã�å�Ø�æ�æ�è�å�Ø�¡

Selecting Your Tank Cleaning Nozzle


